TOA

TP-M15E

EXPLOSION PROOF SPEAKER

B3pbiBo3aLymLLeHHas akyctuyeckasa cuctema TP-M15E obecneunBaeT gOMNOMHUTENBHYIO 6E30MAacHOCTb 31EKTPU-
YeCcKUX onepauun, MeXaHNYeCKON KOHCTPYKLM 1 TeMNepaTypbl C LLeNbio NPeaoTBpaLleHns obpasoBaHns UCKP
N HarpeBa aneKTpu4eckoro obopynoBaHus, 6e3 o6pasoBaHNsa NCKP UK Tenaa, KOTopble MOMYT BOCMIAMEHNUTb
B3pbIBOOMNACHYO aTtMocdepy Npy HOpMasbHbIX YCAOBUSX 3KCyaTauum, oT 06pas3oBaHns Takux UCKP 1 Tenna.

Homep ctatbn (SAP)TP-M15E Y

Specifications
YacToTHbI OTKIIMK (Combined)

YyBcTBUTENBHOCTL (1 BT, 1 M)
(nononHerwre)(combined)

HomurHanbHbIN Bxog,
OTBeTBNEHNS
Paamepel (LLI x B x )
Paamepel (@ x TN
[NokpbITe

Pabo4as BnaxxHoCTb
Paboyas Temnepartypa

300 Hz - 5.5 kHz
104 dB

15 W

JINHNA 100 B: 670 Om (15 BT), 1 KOM (10 BT), 2 kO™ (5 BT)
x 475

392 x 475 mm

silk grey (RAL7044 or equivalent), TeMHO-KOpUYHEBbIN

45 -85 %

oT -20°C go +40 °C
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EXPLOSION PROOF SPEAKER

Appearance
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