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BbicokoKa4yeCcTBEHHbIV NeNoKNHroBbI MukpodgoH EC-380-EB ocHalleH BCTpoeHHoM yHKLUen 3BoHKa. [1pu Ha-
>KaTum KHOMKKM pas3roBopa CrMHee KOJbLo BOKPYI MUKPO(OHA yKa3blBaeT Ha BOCXOAALLNIA 4-TOHAbHbBIN CUrHan
npeaBapuUTENIbHOrO OMOBELLIEHNS, a 3aTeM Ha FOTOBHOCTb K pa3roBopy. [10BTOpHOE HaxaTne Ha KHOMKY pasro-
BOpa 3aBepLuaeT Neng>KMHroByto nepegadvy ¢ HACXOAALWNM 4-TOHaNbHbIM 3BOHKOM. MUKPOMhOH MOXET nuTaTbes
oT 6aTapeek, AOMNONHUTENLHOrO aganTtepa NePEMEHHOro ToKa Nav OT CUCTEMbI FPOMKOW CBA3M Yepes Kaberb.
Ero ctunbHas cTorka 1 ToOHKas gy>kKKa UMmeroT aneraHTHol Bug. CTonka yctonymsa 6narogaps pasyMHOMY Becy
N PE3NHOBLIM HOXKKaM.

Homep craten:EC-380-EB
Alternative products: EM-380-EB

Specifications
VICTOYHWK NTaHWs
HacTOTHbIN OTKIK
CoenuHeHne
HomrHanbHbIN MNeaaHc
Ynpasnenue
Tvn MykpodoHa
HanpasneHHocTb

HomvHanbHas
YyBCTBUTEBHOCTb

Paamepebr (LU x BxT)
Paamepebl (@ x TN
[MokpbITe

Paboyas Temnepatypa

Batapes (nm haHToOMHOE nTaHne)

50 Hz - 18 kHz

3-koHTaKTHbIN XLR, RJ45

600 Q

KHomka pagroBopa (BK/ItoHeHe/BbIKIIOYEHE)
ANEKTPET-KOHAEHCATOP

kapavonaa

-41 dB (1 kHz, 0 dB =1 V/Pa)
110 x 532 x 145 mm
x 145

ABC-cmona, Kpacka, YepHblid,
oT1 0°C po 40°C
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EM-380

Appearance

7
] ‘ TOA CHIME MICROPHONE EC-380-EB
BDESCRIPTION

The EC-380—EB is a condenser microphone be equipped with a electrical chime and suitable
use for paging applications. This product can be operated easily with four batteries or optional
DC power source between 9 V to 24 V . The microphone’s up and down 4 tones chime
volume is adjustable.

BSPECIFICATIONS
Power Source 6 VDC (4 X "AA" batteries) or DC power : 9 ~ 24 V
Current Consumption 13 mA when chime operate and 6 mA when microphone operate
Microphone element Condenser microphone
Polar Pattern Cardioid
Chime Tones 4-Tones Chime (UP / DOWN)
Impedance 600 Q, Balanced
Sensitivity Microphone : —41 dB 3 dB (1 kHz 0 dB=1 V/Pa)

Chime : =31 dB £3 dB (maximum position)
Frequency Response Mic. 50 Hz ~ 18,000 Hz

Connector Output XLR 3-32 Equivalent

RU45 : Audio Output, power supply and contact output
Operating Temperature 0°C~ +40C (32 F ~ 104 F)
Finish Stand Mic : ABS Resin, Black, Paint

Shaft :Copper dlloy, Black, Paint
Dimensions 110 (W) x 145 (L) x 532 (H) mm (4.3" x 5.7° x 20.9")
Weight 558 g (exclude batteries)
Accessories Windscreen..... 1, XLR Cable Stereo Phone Plug (7.5 m)..... 1

Note: Batteries and AC adapter are not supplied with the unit.
Please purchase separate AB
Option adapter can use AD—246 AC adapter.
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