Cepus F

F-2000BT

TOA SPEAKER SYSTEM

"pomkorosoputens cepumn F-2000 — KoMnakTHblE OBYXMONOCHbIE CUCTEMbI ANHAMUKOB, NpegHa3Ha4YeHHbIA s
BbICOKOW NPON3BOANTENIBHOCTH, LWMPOKOro AunanasoHa 1 BbICOKOW NPOXOAHON CNOCOBHOCT BXOOHOM MOLLHOCTU.
[ aHHble aKkyCTMYecKne CUCTEMbI MOTyT ObITb YCTAHOBNEHbI TakuM 06pa3omM, KOTOPbIN naeanbHO NOOXOOUT OIS
KOHKPETHOro MECTOMOJIOXKEHNS 1 MPEeAnoaaraeMoro NpPMMeHeHs.

Howmep ctatbin:F-2000BT
Alternative products: F-2000B, F-2000BTWP,
F-2000W, F-2000WT, F-2000WTWP

Specifications

Paamepsb! (L x B x TN 244 x 373 x 235 mm

Pasmepebl (@ x N x 235

[MokpbITVe cmona HIPS, yepHbin (RAL 9011 nin akBrBaseHT),
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Cepus F

SPEAKER SYSTEM

Appearance
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6-M5 (depth 14[0.55"])
(for bracket mounting)
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Rear View

2-M5 (depth 14[0.55"])*

(for bracket mounting)
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*Hole plugs are pre-fitted into
the holes at the factory.
Before attaching the speaker
mounting bracket to this side,
remlove them using a pointed
tool.
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