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SC-610M

T PAGING HORN SPEAKER
TOA

SC-610M — KOMMaKTHbIN MPOMKOrOBOPUTENb BbICOKON YETKOCTW, MOAXOAALWMNA 018 3afa4, CBA3aHHbIX C CUCTe-
MO rOSIOCOBbIX OMOBELLEHNA. Ero BHELWHWI KOMMOHEHT AMHamMmnka, o6paboTaHHbI MOPOLLKOBbLIM NMOKPLITUEM,

KPOHLLUTENH N3 HEPXKaBEIOLLIEN CTann 1 BUHTbI 06eCnevrBatoT 3aluTy YCTPONCTBA OT aTMOC(EPHbIX BO3OEN-
CTBUIA.

Homep ctatbn:SC-610M EU
Alternative products: SC-615M, SC-630M

Specifications

Paamepebr (LU x BxT) ‘172x161x188mm

Paamepebl (@ x TN ‘ x 188

MokpbITVEe ‘ ANOMUHWA, NOPOLLIKOBOE NMOKpbITUE, 6enbit (RAL 9010 1nn aKBMBANEHT),
Paboyas Temnepatypa ‘ OT1 -20 °C po +55 °C (He BomKHO BbITb KOHAEHCALMM POChI)
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1 PAGING HORN SPEAKER
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Appearance

CAUTION

NEVER SET THE SWITCHTO " " POSEHDN
FOR 100 V LINE OPERATION, AS DOING SO MAY
RESULT IN DAMAGE TO THE SPEAKER.
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(Transformer connection when the Set the impedance selector
speaker is supplied from the factory) to the desired impedance
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Bracket dimensional diagram Note: Numerical valles " for ref |
ote: Numerical values in parentheses are for reference only.
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