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TC-615M

T REFLEX HORN SPEAKER
TOA

TC-615M — rpomMKoroBopuTenb BbICOKOM YETKOCTW OOLLLEr0 Ha3HAYeHWs!, NOAXoOaLMIA AN 3a4ady, CBA3aHHbIX C
CUCTEMOW FOSIOCOBbIX OMOBELLEHUIN. Ero BHELWHNI KOMMOHEHT AMHaMrKa, 06paboTaHHbIN NOPOLUKOBbIM NMOKpPbI-
TUEM, N BUHTbI N3 HEPXKaBEIOLLIEN CTanm obecnevmBatoT 3aLmUTy YCTPOMCTBA OT aTMOCHEPHbIX BO3OENCTBUN.

Homep ctatbm (SAP)TC-615M EU

Specifications

HaCTOTHBIN OTKIMK 250 Hz - 7 kHz

aﬁsﬁgﬁrgia;—iomb (1BT1,1w™) 108 dB

HomurHanbHbIN BXop, 15W

OTBeTBNEHUSA 100V LINE: (15W), (10W), (5W), 3. (BW) 70V LINE: (15W), (7.5W), (W), (2.5W), 3. (1.5W)

Paamepebr (LU x BxT) x 376

Paamepebl (@ x TN 400 x 376 mm

[MokpbITe ANOMUHWIA, NOPOLLKOBOE MOKPbITUE, &bl TpaHCnopTHbIA (RAL 9016 nnv akBrBaneHT)

Paboyas Temnepatypa oT -20 °C po +55 °C
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Appearance
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Rear View

WHT ©

REFLEX HORN SPEAKER

CAUTION

NEVER SET THESWITCHTO " " POISEEEDN
FOR 100 V LINE OPERATION, AS DOING SO MAY
RESULT IN DAMAGE TO THE SPEAKER.
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Bracket dimensional diagram
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(Transformer connection when the
speaker is supplied from the factory)
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Front View @ Side View
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Set the impedance selector
to the desired impedance.

Wiring diagram Impedance selection
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